Expert opinion on parts 366-0234-06-MURD-TG/N1

ATTACHMENT: 2 Ford

Manufacturer: MS Design Auto-Tuning GmbH
wheel type: MS 001
«symbol: TÜV
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Süd, Automotive»
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Automobile manufacturer:

FORD

Wheel data:

Standard wheel size:

8 J X 20 H2
Offset (mm):

50
Bolt circle (mm)/hole count:
108/5

Centering type:
spigot mounted wheels
Abstract of technical data

	Model
	Model description
	Center hole

(mm)
	Centering ring material
	Admissible

Wheel load (kg)
	Admissible rolling circumference

(mm)
	Valid from production date

	
	Wheel labeling
	Centering ring labelling
	
	
	
	
	

	505108
	FE.F080.8020205108
	without
	63.35
	
	703
	2074
	04/06


Area of application/automobile manufacturer: 
FORD

Mounting parts:

conical-seat nut M12x1.5, conical extent 60 degree,







For type: BA7

Mounting parts:

conical-seat nut M14x1.5, conical extent 60 degree, for type: WA6

Breakaway torque of the mounting parts:
160 Nm
´
Sale denomination: 
FORD MONDEO
	Car type
	Operating license
	kW
	tires
	Tire requirements
	requirements

	BA7
	e13* 2001/116*0249*..
	74 - 107
	245/30R20 90W
	21P; 22I; 22M; 24M; 362; 5GA
	Hatchback; Front-wheel drive; 10B; 11G; 11H; 11K; 12A; 51A; 71A; 721; 73C; 74H; 745

	
	
	74 - 162
	245/30R20 90Y 
	21P; 22I; 22M; 24M; 362; 5GA
	

	BA7
	e13* 2001/116*0249*..
	74 - 107
	245/30R20 90W
	21P; 22I; 22M; 24M; 362; 5GA
	Station wagon; Front-wheel drive; 10B; 11G; 11H; 11K; 12A; 51A; 71A; 721; 73C; 74H; 745

	
	
	74 - 162
	245/30R20 90Y
	21P; 22I; 22M; 24M; 362; 5GA
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Sale denomination:
GALAXY, S-MAX

	Car type
	Operating license
	kW
	Tires
	Tire requirements
	requirements

	WA6
	e13*2001/116*0185*..
	74 - 162
	245/35R20 95
	FGT; 5HR; 54F
	Ford S-MAX; Ford Galaxy; 10B; 11G; 11H; 11K; 12A, 51A; 71A; 721; 73C; 74H; 745


Requirements

10B)
The minimum required speed rating of the tires to be used is to be taken from the car documents, taking into account the load indices, except M and S tires, as far as the area of application. 
11G)
The breaking and steering assemblies and the suspension, except special suspension springs must be in accordance with the series-production status as far as they are not subject to further requirements. The special suspension springs must be subject to a general operating license or an expert opinion on parts; the application of the wheel/tire combination must not be objected technically. In case the fixing of special wheels makes it necessary to modify the suspension, this must be assessed independently together with the effect on the fixing of the special wheels.
11H)
In case the standard spare wheel is used, it is recommended to drive with moderate speed and no longer than necessary. In doing so, the standard mounting parts must be used.

With respect to car models with four-wheel drive, when using the spare wheel it must be paid attention to that only tires with a rolling circumference of the same size are admissible.
11K)
The regular state of the car must be certified by an officially authorized expert or by an automobile examiner or an automobile expert or by an employee according to section 4 of attachment VIIIb to StVZO (German Regulations Authorising the Use of Vehicles for Road Traffic), by filling in a model published in the example catalog with respect to §19 StVZO and stating the CAR MANUFACTURER, CAR TYPE and CAR INDENTIFICATION NUMBER.
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12A)
The use of snow chains is not possible for the car type stated herein unless the expert opinion allows for converting. This must be done in accordance with the limitations and requirements listed in the column requirements “tires with snow chains”.

21P)
In case post-treatment is carried out in the area of the front wheelhouse rim or the plastic inner mudguards, sufficient free movement of the wheel/tire combination must be ensured taking into account the maximum admissible operating width according to ETRTO or the WdK guidelines.
22I)
In case post-treatment is carried out in the area of the rear wheelhouse rim or the plastic inner mudguards, sufficient free movement of the wheel/tire combination must be ensured taking into account the maximum admissible operating width according to ETRTO or the WdK guidelines.

22M)
In case post-treatment is carried out in the area of rear apron attachment, sufficient free movement of the wheel/tire combination must be ensured taking into account the maximum admissible operating width according to ETRTO or the WdK guidelines.

24M)
Sufficient wheel cover must be ensured by mounting suitable parts on the rear wheelhouses or by taking appropriate measures. Dependent on the set-up status of the car (e.g. lower suspension setting, wheel cover extension etc.) it may be possible that sufficient wheel cover is provided.
362)
In case the lock is limited on the front axle sufficient free movement of the wheel/tire combination must be ensured.

51A)
The tire inflation pressure prescribed by the car manufacturer (see operating instructions or tire inflation pressure note on the vehicle) or by the tire manufacturer must be observed.
The use of tires with failsafe features is not admissible according to the manufacturers unless a tire inflation pressure control system is used. 
54F)
Dependent on the basic equipment of the car, speedometers with different way number of revolutions are allocated to a standard tire size. In case a size is used which is not yet listed in the car documents, an adaptation may be necessary. If such an adaptation has been carried out this must be considered when assessing other wheel/tire combinations. The regular state of the car must be certified by an officially authorized expert or by an automobile examiner or an automobile expert or by an employee according to section 7.4a of attachment VIII to StVZO (German Regulations Authorising the Use of Vehicles for Road Traffic), by filling in a model published in the example catalog with respect to §19 StVZO and stating the CAR MANUFACTURER, CAR TYPE and CAR IDENTIFICATION NUMBER.
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5GA)
This tire size is only admissible with car models up to an admissible axle load of 1200kg.
5HR)
This tire size is only admissible with car models up to an admissible axle load of 1380kg.

71A)
For special wheel balancing, only adhesive weights must be used fixed at the outer and inner side of the rim below the bead seat.

721)
Application of rubber valves or metal clamp-in valves with flare nut from the exterior which correspond to the standards (DIN, E.T.R.T.O. or Tire and Rim) and which are suitable for an valve hole nominal diameter of 11.3 mm is admissible only. The valve must not protrude beyond the rim edge.
73C)
Use of tubeless tires is admissible only.

745)
Standard wheel mounting parts of the alloy wheels must be used only.

74H)
The special wheels must be fitted flatly to joint plan of the wheel. Protruding parts impeding flat fitting must be removed.
FGT)
In case the steering angle is limited, FORD order no. ..........., sufficient free movement of the wheel/tire combination must be ensured insofar as the standard steering angle limiter is not installed. Standard steering angle limitation is already installed in car types when the tire size 225/50R17 or 235/45R18 (check possibility: 2.5 steering wheel turns from lock to lock) is already listed as a standard in the car documents or when unblocked by the car manufacturer, see extract from the EC-approval of the vehicle (EC certificate of conformity). In case of retrofitting, the regular state of the car must be certified by an officially authorized expert or by an automobile examiner or an automobile expert or by an employee according to section 7.4a of attachment VIII to StVZO (German Regulations Authorising the Use of Vehicles for Road Traffic), by filling in a model published in the example catalog with respect to §19 StVZO and stating the CAR MANUFACTURER, CAR TYPE and CAR IDENTIFICATION NUMBER.

Accredited under DAR registration number KBA-P 00001-95 by the accreditation body of the Kraftfahrt-Bundesamt, Federal Republic of Germany (German Federal Motor Vehicle Registration Authority).

